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Speaker Form
感谢您对SNEC (2021) PV POWER CONFERENCE的支持！请将填写完的演讲嘉宾表格电子版（中英文，将被收录大会资料中）于2021年3月15日前发送至SNEC (2020) PV POWER CONFERENCE组委会秘书处。
为确保会议现场秩序，所有演讲嘉宾请于2021年5月10日前提交现场演讲文稿（幻灯片数量在15页以内），组委会不接受任何以保密为借口的延迟或推脱，因为所有的演讲内容应为可公开信息。此后演讲文稿若有修改，演讲嘉宾需携带该文稿至现场注册处更新。SNEC大会组委会在此郑重承诺，我们不会在任何情况下以任何方式在会议之前公开任何提交上来的材料。

	姓名

Name
	张伟 Zhang Wei
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	职务

Position
	电池研究研究 Solar Cell R&D Engineer
	

	公司

Company
	英利能源（中国）有限公司 

Yingli Energy (China) Co.,Ltd
	

	现场联系电话

Mobile for On –site Contact
	15128499470

	E-mail
	wei.zhang@yingli.com

	个人简介

Personal Brief Introduction
	张伟，2009年毕业于中国科学院半导体研究所微电子学与固体电子学专业，博士研究生学历。熟悉半导体器件制作工艺，掌握晶体硅太阳能电池制作流程中各工序工艺，尤其是扩散工艺。多次参与公司核心科研项目，通过大量实验优化工艺，为提高电池性能，节约生产成本做出贡献。

Wei Zhang, PhD, joined in Yingli in 2009, graduated from Institute of Semiconductors, Chinese Academy of Science, majored in Electronics and Microelectronics. She is familiar with semiconductor device fabrication process, masters the process of crystal silicon solar cell manufacturing process, especially the diffusion process, has participated in the company's core research projects, through a large number of experiments to optimize the process, improve the cell performance, reduce the costs.

	请“(”您的议题范畴
	( 创新光伏概念

( 太阳能电池与辅料
( 薄膜
( 钙钛矿
( 光伏制造技术
( 市场发展趋势与障碍

( 石墨烯
	( 光伏系统平衡部件
( 分布式光伏发电与光电建筑一体化
( 漂浮太阳能系统
( 光伏电站智能运维及并网

( 能源互联网

( 储能技术与应用
( 其他：(请详述：         )


	演讲题目

Speech Title
	高效率低成本产业化TOPCon电池技术研究

Mass production of low cost n-type solar cell with poly Si passivating contacts 

	摘要/演讲概要

Abstract/Brief Introduction of the Speech
	TOPCon电池是一种高效率、低成本、适用于规模化生产的n型电池技术，其背面钝化层采用了隧穿氧化层与n型多晶硅层的叠层结构。本文研究了晶体硅TOPCon电池产业化制备技术，电池开路电压701mV，效率达到23.96%，。
Abstract: We present a high-efficiency bifacial n-type solar cell with LPCVD n+ polysilicon (n-poly Si) back side passivating contacts and screen-printed metallization. The cells were manufactured with low-cost industrial process steps yielding the Voc of 701mV and cell efficiency of 23.96%. 
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